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Applications Advantages Facts

EVR/EVRH - Solenoid valves and coils
EVR valves are direct or servo-operated solenoid valves for liquid, suction and hot gas lines. 
They are suitable for condensing units and power packs in all refrigeration, freezing and 
air conditioning applications and are compatible with fl uorinated refrigerants, including high-
pressure refrigerants such as R410A (EVRH). The valves can be delivered as normally open 
and normally closed valves as well as with or without manual operation.

Features

· Traditional refrigeration

· Heat pump systems

· Air conditioning units

· Liquid coolers

· Transport refrigeration

· Complete programme of valves and 
coils for every application.

· Wide range of coils for a.c. and d.c.

· Wide range of connection types and 
sizes.

· Normally open or normally closed. 

· With or without manual operation.

· High reliability and durability due to 
maximum internal and external tight-
ness. 

· Can be used for all fl uorinated 
refrigerants (CFC, HCFC and HFC).

· Temperature range: –40 to 105°C

· Max. working pressure (MWP) 32 bar 
(EVR 2-6, 45.2 bar / EVR 10, 35 bar / 
EVR 15-40, 32 bar / EVRH 10-20, 45.2).

· MOPD up to 25 bar with 12 W a.c. coil.

· 100% test of functionality, internal/
external leakage and electrical charac-
teristics.

Forged brass body for maximum 
external tightness

Extended ends for soldering 
make installation easy

Tefl on seat plate with cardan eff ect to 
secure maximum internal tightness 

Stainless steel armature  

Drawn stainless steel tube with internal 
armature top for maximum external tightness 

Spring damping to increase 
the lifetime of the seat plate 

Coil with terminal box, 
1 m cable or DIN plug

"Clip on" coil system for
quick and easy mounting



47

Coils - alternating current a.c

Type
Voltage 

V
Frequency 

Hz

Code no.
Appendix 

no.
Power con- 
sumption

With 1 m 
3-core cable 

IP67

With 
terminal box 

IP67

With DIN plugs 
and protective 

cap IP20

With 
DIN plugs

EVR
2 → 40 (NC)

12 50 018F6256 018F6706 018F6181 15

Holding:
10 W
21 VA

Inrush:
44 VA

24 50 018F6257 018F6707 018F6182 018F7358 16

42 50 018F6258 018F6708 018F6183 17

48 50 018F6259 018F6709 018F6184 18

115 50 018F6261 018F6711 018F6186 018F7361 22

220-230 50 018F6251 018F6701 018F6176 018F7351 31

240 50 018F6252 018F6702 018F6177 018F7352 33

380-400 50 018F6253 018F6703 018F6178 37

420 50 018F6254 018F6704 018F6179 38

24 60 018F6265 018F6715 018F6190 14

115 60 018F6260 018F6710 018F6185 20

220 60 018F6264 018F6714 018F6189 29

240 60 018F6263 018F6713 018F6188 30

110 50/60 018F6280 018F6730 018F6192 018F7360 21

220-230 50/60 018F6282 018F6732 018F6193 018F7363 32

Terminal box with LED light indicator
Terminal box With built-in light emmiting indicator diode for solenoid valves 018Z0089

DIN socket 042N0156
1) The kv value is the water flow in m3/h at a pressure drop across valve of 1 bar, ρ = 1000 kg/m3.

Mounting bracket
Mounting bracket For mounting EVR 2, 3, 6 and 10 032F0197

Separate valve bodies, normally closed (NC)

Type
Required
coil type

Connection
Code no.

Valve body without coil
Max. 

working 
pressure

bar
kv 

value 1)

Flare Solder ODF

in. mm in./mm in. mm
With 

manual 
operation

Without 
manual 

operation

EVR 2 a.c. ¼ 6 032F8056 032F1201 032F1202 45.2 0.16

EVR 3

a.c./d.c.

¼ 6 032F8107 032F1206 032F1207
45.2 0.27

3/8 10 032F8116 032F1204 032F1208

EVR 6
3/8 10 032F8072 032F1212 032F1213

45.2 0.8
½ 12 032F8079 032F1209 032F1236

EVR 10
½ 12 032F8095 032F1217 032F1218

35 1.9
5/8 16 032F8098 032F1214 032F1214

EVR 15

5/8 16 032F8101 032F1228 032F1228

32 2.65/8 16 032F8100 032F1227
7/8 22 032F1225 032F1225

EVR 20

a.c. 

7/8 22 032F1240 032F1240

32 5.0

7/8 22 032F1254

1 1/8 28 032F1244 032F1245

d.c.
7/8 22 032F1264 032F1264
7/8 22   032F1274

EVR 22 a.c. 1 3/8 35 032F3267 032F3267 32 6.0

EVR 25

a.c./d.c.

1 1/8 032F2200 032F2201

32 10.028 032F2205 032F2206

1 3/8 35 032F2207 032F2208

EVR 32

1 3/8 35 042H1105 042H1106

32 16.01 5/8 042H1103 042H1104

42 042H1107 042H1108

EVR 40

1 5/8 042H1109 042H1110

32 25.042 042H1113 042H1114

2 1/8 54 042H1111 042H1112

EVRH 10 ½ 12 032G1054 032G1055

45.2

1.9

EVRH 15 5/8 16 032G1056 032G1056 2.6

EVRH 20 a.c. 7/8 22 032G1057 032G1057 5.0

EVRH 20 d.c. 7/8 22 032G1058 032G1058 5.0

Solenoid valves/coils – EVR/EVRH

Technical data and ordering


